
Magnum® 200  
Polishing Internal Canister Filter

FMA55

MANUFACTURED FOR  
SPECTRUM BRANDS PET LLC
3001 COMMERCE ST.
BLACKSBURG, VA 24060
1-800-322-1266 • www.marineland.com
®/TM/© 2025 SPECTRUM BRANDS, INC. 
OR ONE OF ITS AFFILIATES. ALL RIGHTS RESERVED.
MADE IN VIETNAM

Questions or Missing Parts?
Call Customer Service at
1-800-322-1266
Monday - Friday, 8 a.m. to 5:30 p.m. ET

17-36157

Spectrum Brands Pet LLC warrants this Marineland
®
 Magnum

®
 200 Polishing Internal Canister Filter against defects in material or workmanship for three years from the date of 

original purchase, subject to the conditions and exceptions stated below. Your sales receipt is your Proof-of-Date-of-Purchase. If the Magnum
®
 200 Polishing Internal Canister 

Filter exhibits such a defect, Spectrum Brands will repair or replace it, our option, without cost for parts or labor. The filter must be shipped postage paid to Spectrum Brands. 
Proof-of-Date-of-Purchase is required. You are responsible for proper shipping. Call customer service at 1-800-322-1266 for return authorization and shipping address. This 
warranty does not cover damage caused by accident, misuse, abuse or failure to follow the instructions accompanying the Magnum

®
 200 Polishing Internal Canister Filter. All 

implied warranties, including any implied warranty of merchantability or fitness for any purpose are limited to three years. Fish and plant loss, personal injury, property loss or 
damage (direct, incidental or consequential) resulting from the use of the Magnum

®
 200 Polishing Internal Canister Filter are not covered by this warranty. Because some states/

provinces do not allow the exclusion or limitation of incidental or consequential damages or allow limitations on how long an implied warranty lasts, the above limitations or 
exclusion may not apply to you. This warranty gives you specific legal rights. You may also have other rights which vary from state/province to state/province.

  LIMITED THREE-YEAR WARRANTY

  PARTS DIAGRAM AND IDENTIFICATION

NOTE: �Marineland® Rite-Size™ TC Floss Sleeves and Marineland® Micron Cartridges are not considered replacement parts.  
They may be purchased from your Marineland® dealer.

  REPLACEMENT PARTS LIST

Impeller Assembly
ITEM DESCRIPTION MODEL NUMBER 

AQ-78433
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  MEDIA
Rite-Size™ TC Floss Sleeve
Micron Cartridge

AQ-78400  
AQ-78399
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Drip Loop

Appliance

Aquarium

Power Cord

IMPORTANT SAFETY INSTRUCTIONS
WARNING: To guard against injury, basic safety precautions should be observed, including the following:

READ AND FOLLOW ALL SAFETY INSTRUCTIONS
DANGER: �To avoid possible electric shock, special care should be taken since water is employed in the use of aquarium 

equipment. For each of the following situations, do not attempt repairs by yourself; return the appliance to an  
authorized service facility for service or discard the appliance:

SAVE THESE INSTRUCTIONS 

1.	Unplug the appliance before installing, repositioning, cleaning or removing the appliance.

2.	If the appliance shows any sign of abnormal water leakage, immediately unplug it from the power source. 

3.	Carefully examine the appliance after installation. It should not be plugged in if there is water on parts not intended to get wet.

4.	��DO NOT operate any appliance if it has a damaged cord or plug, or if it is malfunctioning or has been dropped or damaged in any 
manner.

5.	To avoid the possibility of the appliance, plug or receptacle getting wet, position aquarium stand and tank to one side of a wall-mounted 
receptacle to prevent water from dripping onto the receptacle or plug. A “drip loop,” shown in the figure below, should be arranged by 
the user for each cord connecting an aquarium appliance to a receptacle. The drip loop is the part of the cord below the level of the 
receptacle, or the connector if an extension cord is used, to prevent water traveling along the cord and coming in contact with the 
receptacle. If a power strip is used, please ensure that the drip loop remains in place.

6. 	�If the plug or receptacle does get wet, DO NOT unplug the cord. Disconnect the fuse or circuit breaker that supplies power to the 
appliance. Then, unplug and examine for presence of water in the receptacle.

7.	Close supervision is necessary when any appliance is used by or near children.

8.	To avoid injury, DO NOT contact moving parts or hot parts such as heaters, reflectors, lamp bulbs and the like.

9.	ALWAYS unplug an appliance from an outlet when not in use, before putting on or taking off parts and before cleaning. NEVER yank 
cord to pull plug from outlet. Grasp the plug and pull to disconnect.

10. 	DO NOT use an appliance for other than intended use. The 
use of attachments not recommended or sold by the 
appliance manufacturer may cause an unsafe condition.

11. 	DO NOT install or store the appliance where it will be exposed 
to the weather or to temperatures below freezing.

12. 	Make sure an appliance mounted on a tank is securely 
installed before operating it.

13.	Read and observe all the important notices on the appliance.

14.	If an extension cord is necessary, a cord with a proper rating 
should be used. A cord rated for less amperes or watts than 
the appliance rating may overheat. Care should be taken to 
arrange the cord so that it will not be tripped over or pulled.

15. 	This appliance has a polarized plug (one blade is wider than 
the other). As a safety feature, this plug will fit in a polarized 
outlet only one way. If the plug does not fit fully in the outlet, 
reverse the plug. If it still does not fit, contact a qualified 
electrician. NEVER use with an extension cord unless plug 
can be fully inserted. DO NOT attempt to defeat this safety 
feature.



Parts Check Low-Flow Rate

Setup for Continuous, 3-Stage Filtration Placement Instructions

CHARGING THE WATER-POLISHING FILTER TO INCREASE EFFICIENCY

Convert from 3-Stage Filtration to Water Polishing Filter Maintenance

Do not plug the filter in until it is fully submerged in water.

Motor Assembly

Impeller

Low-Flow Impeller Cover (110 GPH)

High-Flow Impeller Cover (200 GPH)

Canister Body

Media Container

Rite-Size™ TC Floss Sleeve

Micron Polishing Cartridge

Suction Cups (2)

Extension Tube with Flow Diverter

Black Diamond® Premium �Activated 
Carbon

NOTE: Product ships with high-flow impeller cover in place. 

The micron cartridge included with your Marineland® Magnum® 200 Polishing Internal Canister Filter may be 
used alone or may be “charged” using diatomaceous earth (diatom powder). Charging the filter allows it to 
quickly remove very small particles suspended in the aquarium water, as the small particles will be more easily 
captured by the charged micron cartridge.

1. �With the micron cartridge and internal micron rigid core installed, place the assembled filter in a container 
(such as a bucket) deep enough to completely submerge the filter. 

2. �Fill the container with dechlorinated water. Aquarium conditioner may be used as a dechlorinater. 
DO NOT use plain tap water, as it can harm your fish. 

3. �Plug the filter in and add 6 Tbsp of diatom powder to the water. Once the water is clear (micron cartridge is 
“charged”), unplug and transfer the filter to the aquarium requiring water polishing, following the installation 
instructions previously outlined for mounting the filter in the aquarium. DO NOT run in a dry aquarium. 

4. �Allow the filter to run until the aquarium water has reached the desired level of clarity. If additional filtration is 
provided with a separate filter, the micron cartridge may be left in place to continuously polish the water until 
the micron cartridge requires cleaning.

NOTE: �Water agitation is a key component of fish health. Proper surface agitation allows carbon dioxide to 
be off-gassed and oxygen to be exchanged from the air to the water. Ripples on the water surface 
help ensure that the water is oxygenated, contributing to more active fish.

	 To perform routine maintenance on your filter, you should first unplug the filter 
and remove it from your aquarium.

1. 	Cleaning the micron cartridge:
	 The micron cartridge is dirty when the filter flow rate is significantly reduced. 

	 To clean the micron cartridge:
	 Thoroughly rinse with tap water under pressure until the micron cartridge is clean. If the micron cartridge will not come 

clean, replace it. For uninterrupted operation, use of a second cartridge is recommended to allow for cleaning. 

Never brush or machine wash the micron cartridge, or use other chemicals on the cartridge.

2. 	Replacing the Rite-Size™ TC Floss Sleeve:
	 For best results, rinse or replace the floss sleeve monthly.

3. 	Replacing the Black Diamond® Premium Activated Carbon:
	 Replace the carbon monthly, since carbon deactivates with use.
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�If present, remove the media canister and Rite-Size™ TC Floss Sleeve 
from the canister filter body.1

�Attach the extension tube and diverter to canister and affix filter to the inside 
wall of the aquarium.1

Allow the water-polishing filter to run until the aquarium water has 
reached the desired level of clarity.6

Proceed to Placement Instructions.7

�Locate the micron cartridge (see Parts Check).2

Do not allow the plug to become submerged or wet. If it becomes wet, dry the 
plug before proceeding to the next step.2

�Insert the micron cartridge into the canister.3

Arrange a “drip loop.” To avoid getting the appliance plug 
or receptacle wet, position the aquarium to the side of a 
wall-mounted outlet in order to prevent water from dripping 
onto the plug or outlet.

4

DO NOT plug in your new Marineland® Magnum® 200 Polishing Internal 
Canister Filter until your aquarium is filled with water. 
DO NOT operate in a dry aquarium. Maintain water levels to ensure that the 
filter remains submerged during operation.   

3

4

Attach the canister body to the motor assembly by twisting clockwise.4

Ensure the flow diverter is positioned in the 
desired location.5

5

Follow instructions under Placement Instructions for proper installation 
in the aquarium.5
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Locked

Unlocked

Locked

Unlocked

Drip Loop

IMPORTANT:
Never use soap, abrasives or any other cleaning agent on or around the filter or aquarium.
Never attempt to open the filter when the filter is in use.
Always use treated (dechlorinated) water when performing water changes or charging the micron 
cartridge.

1 �Unscrew motor assembly from canister body.

2 Lift off high-flow impeller cover.

3 Replace with low-flow impeller cover.
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Locate the internal media container 
(see Parts Check).

Slide the Rite-Size™ TC Floss Sleeve 
off of the container.

Depress tabs to open container; add 
desired media (carbon, zeolite or other). 
Close container.

�Slide the Rite-Size™ TC Floss Sleeve 
over media container.

�Rinse the filled media container under 
tap water until water runs clear. 

Insert into canister body.

�Attach motor housing to canister body by 
twisting clockwise.

Proceed to Placement Instructions.

NOTE: �When using the included Black Diamond® Premium 
Activated Carbon (provided, see Parts Check), 
carefully pour into the media container. To minimize 
mess, perform this step over a bucket, outside or 
over a sink.

Attach motor housing to canister body by 
twisting clockwise.

Proceed to Placement Instructions.


